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Permissible Deviations for Class A and Class B Platinum Sensors 

 
 
 
 
 
The permissible deviations for platinum 
resistance elements (uncalibrated) are 
determined by the following equations 
(in accordance with DIN IEC 751): 
 
Permissible Deviation – Class A 
°C = ±(0.15 + 0.002 [t] 
 
Permissible Deviation – Class B 
°C = ±(0.3 + 0.005 [t] 
 
Where [t] is the temperature value in °C. 
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 Permissible Deviations 

Measuring Class A Class B 

temp. °C Ω °C Ω °C 

–200 ±0.24 ±0.55 ±0.56 ±1.3 

–100 ±0.14 ±0.35 ±0.32 ±0.8 

0 ±0.06 ±0.15 ±0.12 ±0.3 

100 ±0.13 ±0.35 ±0.30 ±0.8 

200 ±0.20 ±0.55 ±0.48 ±1.3 

300 ±0.27 ±0.75 ±0.64 ±1.8 

400 ±0.33 ±0.95 ±0.79 ±2.3 

500 ±0.38 ±1.15 ±0.93 ±2.8 

600 ±0.43 ±1.35 ±1.06 ±3.3 

650 ±0.46 ±1.45 ±1.13 ±3.6 

700 — — ±1.17 ±3.8 

800 — — ±1.28 ±4.3 

850 — — ±1.34 ±4.6 




